PROFILE TUBE

e
S X

LED LIGHTING

\ ACRYLIC UV
PROTECTED LENS

/7;//“\\\\\§\
AT ERNNNN
ol VAN
S0 AN
7 // // / \ \\ \\ N
7 // / II \\ NN,
7, /7 AN
S0 AN
7 7/ / ! \ \, \ N
7 7 / / \ \ N ~\.
Vs / / / \ \ \ AN
s / / / \ \ N N
7 N\, N
v s 4 / \ N \ N
7 / / / \ h N AN 36*
, / / / \ \, \ N
7 7 / \ N ~
e // / II \\ \ \\ AN
-~ / // / \ \\ N N
7 N\
s N
7 S / / \ AN AN >
// 4 / ! \ \ \ \\
- s / / \ \ \ ~
i 4 / \ N, N
s/ / \ \
il 7/ / II \\ \ N\, AN
e // // / \ \\ \\ AN
v yd / / \ \ N N
’ d , s ’ / ’ ! \ , N ’ N, PN ’
4 // 3 // 2 // 1 / \ 1 \\ 2 \\ 3 \\ 4
s / / / \ \, N N
. /s / / \ \ N\ N
121 FC 260 FC 6.25 FC 17.0 FC 300 FC 170 FC 6.25 FC 2,60 FC 121 FC

ETI LEDREail - llluminated Railing System designed for indoor and outdoor applications. Low Output LED Lighting for handrail is
encased in a clear silicone jacket which is outdoor wet-location listed.

LED Specifications: Applications:
e  Post mounted Handrail

. LED Life: 50,000 hours e  Wall mounted Wallrail

. IP67 Rated e Freestanding Single Line Rail (no infill)

. 24\V/DC, 1.34 watts per foot consumption e  Guardrail

. LED: 3000K, 2700K Warm White & 4000K Natural White e  Rail:

. Remote Power Supply: oo 1.67" O.D. Stainless Steel with a No. 6 (320 grit) satin
‘Input: 120 VAC / 277 VAC finish
‘Output: 24VDC oo 1.90" O.D. Stainless Steel with a No. 6 (320 grit) satin
-48' continuous LEDRail run between power feeds finish

oo 1.66" O.D. 6063 Aluminum
oo 1.90" O.D. 6063 Aluminum



